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AC-7000 AC-5100 AC-5000 AC-2200 AC-2100P AC-2000 AC-1100 FMD-10 V-Terminal
Fingerprint ✓ ✓ ✓ ✓ ✓ ✓ ∅ ✓ ✓

Face ✓ ∅ ∅ ∅ ∅ ∅ ∅ ∅ ∅

Card ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ Option

PIN ✓ ✓ ✓ ∅ ∅ ∅ ✓ ∅ ✓

∅ ✓ ✓ ✓ ✓ ✓ ∅ ∅ -

Max Users 250,000 20,000 20,000 1500/5000 1500/3000 1500/5000 200,000 1,000 100/1000

Fingerprint (Templates) 250,000 20,000 20,000 1500/5000 1500/3000 1500/5000 ∅ 1,000 100/1000

Face (Templates) 10,000 ∅ ∅ ∅ ∅ ∅ ∅ ∅ ∅

Logs 10,000,000 64,000 64,000 100,000 100,000 100,000 1,000,000 10,000 10,000

Images 20,000 17,000 ∅ 10,000 ∅ ∅ 15,000 ∅ 10,000

With Server TCP/IP TCP/IP TCP/IP TCP/IP TCP/IP TCP/IP TCP/IP Bluetooth 3G / WiFi

Other SD Card/USB ∅ ∅ USB USB ∅ USB ∅ 3G

WiFi Option ∅ ∅ ∅ ∅ ∅ Option ∅ ✓

Bluetooth (BLE) Q4 2017 ✓ ∅ ✓ ∅ ✓ ✓ ✓ ✓

Wiegand OUT ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ∅

RS232 ✓ ✓ ✓ ∅ ∅ ∅ ✓ ∅ ∅

RS485 (OSDP) ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ∅

Wiegand IN ✓ ✓ ✓ ✓ ✓ ✓ ∅ ∅ ∅

LCD Colour 5" Touch 2.8" 2.8" 1.77" 1.77" ∅ 4" Touch ∅ ✓

Dual ✓ ∅ ✓ ∅ ∅ ✓+ Flash ∅ ✓

125KHz - RFID ✓ - Dual Option Option Option Option Option Option ∅ Option

13.65MHz - Mifare ✓ - Dual Option Option Option Option Option Option ✓ Option

HID Prox Option Option Option Option Option Option Option ∅ ∅

HID iClass Option Option Option Option Option Option ∅ ∅ ∅

Touch LCD ✓ ✓ ∅ ∅ ∅ Touch LCD ∅ Touch LCD

✓ ✓ ✓ ✓ ✓ ∅ ✓ ∅ ✓

✓ ∅ ∅ ∅ ∅ ∅ ✓ ∅ ∅

∅ ✓ ✓ ✓ ✓ ∅ ✓ ∅ STD

Authentication Method

Water/Dust Resitance

Capacity

Communication

Camera

Card

Keypad

Function Keys

VOIP

Optional Portable Kit

TERMINAL SPECIFICATION MATRIX

 Optical Sensor – Single Finger

 Card Reader Options 

  RFID / Mifare 

 PC Interface USB 2.0

 PIV / FBI Certification (FOH04 only) 

FOH-02/04
USB Take On Scanner

VSR-20D
IP 65 Card Reader

 Card Reader for ViRDI MCP040 Controller

 IP65 Dust/Water Resistance

 Suitable for Outdoor Installations 

 Card Reader Options

 RFID – 125 KHz – EM4100 – HID Prox

 Mifare – 13.56 MHz – DesFire – HID iCLASS

 Fits into a STD 2” x 4” Light Switch Wall Box

 Capacity

 1 000 Users

 1 000 Fingerprint Templates

 1 000 Cards

 10 000 Logs 

 Card Reader 

  Mifare – 13.56 MHz – DesFire – HID iCLASS

 Bluetooth Communications
 Manage Users, Configure Device, Download Transactions

  Android App

 Support for Mobile Key

FMD-10
Standalone or RS485 Fingerprint & Card Reader

 4 Doors

 8 Readers RS 485 - OSDP

 Web Server

 1024 Access Schedules

 50 000 Users

 50 000 Logs

 8 Zone Alarm I/O

 TCP/IP

 Siren Output

 4 Wiegand Ports

 On Board PSU

 Battery Management

 Tamper

MCP-040
4-Door IP Access Control Panel
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LCD Colour 5" Touch 2.8" 2.8" 1.77" 1.77" ∅ 4" Touch ∅ ✓

Dual ✓ ∅ ✓ ∅ ∅ ✓+ Flash ∅ ✓

125KHz - RFID ✓ - Dual Option Option Option Option Option Option ∅ Option

13.65MHz - Mifare ✓ - Dual Option Option Option Option Option Option ✓ Option

HID Prox Option Option Option Option Option Option Option ∅ ∅
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Authentication Method

Water/Dust Resitance
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Camera

Card

Keypad

Function Keys

VOIP

Optional Portable Kit

TERMINAL SPECIFICATION MATRIX

 Optical Sensor – Single Finger

 Card Reader Options 

  RFID / Mifare 

 PC Interface USB 2.0

 PIV / FBI Certification (FOH04 only) 

FOH-02/04
USB Take On Scanner

VSR-20D
IP 65 Card Reader

 Card Reader for ViRDI MCP040 Controller

 IP65 Dust/Water Resistance

 Suitable for Outdoor Installations 

 Card Reader Options

 RFID – 125 KHz – EM4100 – HID Prox

 Mifare – 13.56 MHz – DesFire – HID iCLASS

 Fits into a STD 2” x 4” Light Switch Wall Box

 Capacity

 1 000 Users

 1 000 Fingerprint Templates

 1 000 Cards

 10 000 Logs 

 Card Reader 

  Mifare – 13.56 MHz – DesFire – HID iCLASS

 Bluetooth Communications
 Manage Users, Configure Device, Download Transactions

  Android App

 Support for Mobile Key

FMD-10
Standalone or RS485 Fingerprint & Card Reader

 4 Doors

 8 Readers RS 485 - OSDP

 Web Server

 1024 Access Schedules

 50 000 Users

 50 000 Logs

 8 Zone Alarm I/O

 TCP/IP

 Siren Output

 4 Wiegand Ports

 On Board PSU

 Battery Management

 Tamper

MCP-040
4-Door IP Access Control Panel

AC-7000 AC-5100 AC-5000 AC-2200 AC-2100P AC-2000 AC-1100 FMD-10 V-Terminal
Fingerprint ✓ ✓ ✓ ✓ ✓ ✓ ∅ ✓ ✓

Face ✓ ∅ ∅ ∅ ∅ ∅ ∅ ∅ ∅
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PIN ✓ ✓ ✓ ∅ ∅ ∅ ✓ ∅ ✓

∅ ✓ ✓ ✓ ✓ ✓ ∅ ∅ -

Max Users 250,000 20,000 20,000 1500/5000 1500/3000 1500/5000 200,000 1,000 100/1000

Fingerprint (Templates) 250,000 20,000 20,000 1500/5000 1500/3000 1500/5000 ∅ 1,000 100/1000

Face (Templates) 10,000 ∅ ∅ ∅ ∅ ∅ ∅ ∅ ∅

Logs 10,000,000 64,000 64,000 100,000 100,000 100,000 1,000,000 10,000 10,000

Images 20,000 17,000 ∅ 10,000 ∅ ∅ 15,000 ∅ 10,000
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USB Take On Scanner

VSR-20D
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  Mifare – 13.56 MHz – DesFire – HID iCLASS

 Bluetooth Communications
 Manage Users, Configure Device, Download Transactions

  Android App

 Support for Mobile Key

FMD-10
Standalone or RS485 Fingerprint & Card Reader

 4 Doors

 8 Readers RS 485 - OSDP

 Web Server
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 Siren Output
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FOH-02/04
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VSR-20D
IP 65 Card Reader

 Card Reader for ViRDI MCP040 Controller

 IP65 Dust/Water Resistance

 Suitable for Outdoor Installations 

 Card Reader Options

 RFID – 125 KHz – EM4100 – HID Prox
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 Fits into a STD 2” x 4” Light Switch Wall Box

 Capacity

 1 000 Users
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 Card Reader 

  Mifare – 13.56 MHz – DesFire – HID iCLASS

 Bluetooth Communications
 Manage Users, Configure Device, Download Transactions

  Android App

 Support for Mobile Key

FMD-10
Standalone or RS485 Fingerprint & Card Reader

 4 Doors

 8 Readers RS 485 - OSDP

 Web Server

 1024 Access Schedules
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MCP-040
4-Door IP Access Control Panel

Card

2,500 1,500

FAKE FINGERPRINT DETECTION

AC-2x Series
Access Control Fingerprint & Card Terminals

Capacity
1 500 / 5 000(H) Users
1 500 / 5 000(H) Fingerprint Templates
1 500 / 5 000(H) Cards
100 000 Logs

Card Reader Options
RFID – 125 kHz – EM4100
Mifare – 13.56 MHz
LCD        1.77“  Colour
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LK353

Relay On-board Single Pole AC/DC 

Power Supply 13.6VDC 3 Amp Power Store 

Door Closer Heavy Duty 

Securi-Prod No-Touch Sensor 

Surface Mounted Magnetic Contacts NC Circuit  White 

Maglock SP 300kg with LED 

Green Call Point ResettableFR02-1

LK118

MC08

SW165

LK93

PS49-1

SW37

ACCESSORIES

AC-5x SERIES
Touch Keypad Terminals

Touch Keypad
Capacity
15 000 Fingerprint Templates
20 000 Cards
64 000 Logs

Card Reader Options
RFID – 125 kHz – EM4100 
Mifare – 13.56 MHz 
LCD2.8“ Colour

AC-1100
VOIP Card Touch LCD Terminal

High Capacity
200 000 Users
200 000 Cards
1 000 000 Logs
15 000 Images 
Card Reader Options
RFID – 125 kHz – EM4100 
Mifare – 13.56 MHz 
VOIP - with lookup directory
Digital Camera
     - Records Transactions
Flash for low light conditions
Face Detection
     - (Face must be visible to complete transaction)
Bluetooth Support for Mobile Key
LCD 4“ Colour Touch 

FOH-02/04
USB Take On Scanner

Optical Sensor – Single Finger
Card Reader Options
     - RFID / Mifare
PC Interface USB 2.0
PIV / FBI Certification (FOH04 only)

VSR-20D
IP 65 Card Reader

Card Reader for ViRDI MCP040 Controller 
IP65 Dust/Water Resistance
Suitable for Outdoor Installations
Card Reader Options
RFID – 125 kHz – EM4100 
Mifare – 13.56 MHz 
 

FMD-10
Standalone or RS485 Fingerprint & Card Reader

Fits into a STD 2“ x 4“ Light Switch Wall Box
Capacity
1 000 Fingerprint Templates
1 000 Cards
10 000 Logs
Card Reader
     - Mifare – 13.56 MHz – DesFire 
Bluetooth Communications
Manage Users, Configure Device, Download Transactions
     - Android App
Support for Mobile Key

Smart V-Lock
Mobile Key / Card / PIN Door Lock

Multiple Authentication Methods
    - Mobile Key
    - Card
    - PIN
    - Manual Key Override
Android APP / iOS APP
Capacity - 100 Users
Battery Powered
Supports Temporary Access (Visitors)

High Performance Face & Fingerprint Terminal

Android OS

Tilt camera automatically adjusts
its angle and detects a face

IR LED and camera enable
face recognition in the dark

Dual CPU allows simultaneous 
face & fingerprint authentication

 Fingerprints : 25 000
 Face : 10 000
 Transactions : 2 000 000
 Authentication : FP / FACE / RFID
 Wiegand : In & Out
 Display : 5“ Colour Touch LCD
 Ingress Protection : IPx3 (Indoor)

 Communication : TCP/IP & RS485
 Operation : Standalone / Networked
 Power : 12VDC3A
 Features : Requires UNiS for Template   
   Management, Dual SC & RFID, Android OS
 Mounting : Surface Mount
 Dimensions : 150mm x 209mm x 46mm

ViRDI AC7000
Standalone Reader
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Integrated Security Software

UNIS

IP-based version which 
is widely appropriate 
from small to large

businesses.
Efficient access security 

management.

i-UNIS

Smartphone application
for mobile

access control and 
time & attendance.

TIME & ATTENDANCE SOLUTION

Our Time & Attendance Solution manages access records obtained from the authentication 
server. There is no need for additional installation of Time & Attendance devices as a fingerprint 
recognitiondevice can be used as the basis of an integrated system. In addition, access records 
are strictly managed based on the fake fingerprint detection function. Thus, manipulation of work 
hours can be prevented in advance.

www.REGALSECURITY.co.za
Due to continuous improvements of these products, certain specifications may be altered without notice.  E&OE ©

BRANCHES COUNTRYWIDE
Head Office   (011) 553 - 3300

VERSION 2018/10

 Monitor and Calculate Overtime

 Monitor and Calculate Short time

 Calculate Hours Worked by Rate of Pay, i.e. Normal Time, OT1, 
OT2 etc.

 Auto Process Transactions

 Modify Clocking's and Hours

 Custom Report Layouts

 Transaction Reports

 Summary Reports (Late Arrival, Early Departure, Absenteeism, 
Break Time)

 Optional Payroll Translator Module – Supports 40+ Southern 
African Payrolls.

UNI-WORKS is the Time and Attendance Module for UNIS and shares 
a common database.
 Up to 99 Different Shift Rules
 Each Shift is defined with a Start & End Time
 Set Parameters for Late Arrival & Early Departure
 Multiple Shift Rules can be worked on 1 Day.
 Each Shift can have up to 5 breaks 
 Shifts can work across 2 days (midnight) with the option to 

accumulate the hours on the day the Shift Starts or the day the 
Shift Ends

 Flexible Shift Schedules – (9999 Patterns can be created)

UNI-WORKS TIME & ATTENDANCE APPLICATION

Powerful Access Control Functionality

 Create up to 9999 Time Zones with up to 12 transaction bands 
per day

 Authentication Method for select Users (Employees) can be 
defined by time of day, i.e. 07:00 to 22:00 – finger only, however 
after hours, 22:01 to 06:59 finger + card

 Group Time Zones into Access Times (requires 1 Time Zone for 
each day of the week)

 Group Terminals by Access Area

 Assign Access Areas and Access Times to Access Groups, i.e. Day 
Shift, Night Shift, Management, Maintenance etc.

 Set Access Group Shift Rotation and automatically repeat after 
“X” number of days

 Set Antipass-back by terminal group

 Antipass-back override for certain users (employees, such as 
senior managers, security, maintenance staff)

 Visitor Management (powerful features including fingerprint 
storage on Server)

 Merge Remote Installation Data with Head Office System via 
secure emailed Log Files

 Alarm management

 Automatic eMails on Alarm

 Blacklist Function

 Site Lockdown Function

 Integration to Alarm, Fire and Panic systems

 E-Map & Popups based on Events / Alarms

UNIS is the Access Control, Device and Template Management 
Application for the ViRDI Terminals and Controllers.
 Client / Server Application
 Supports client connections in multiple international time 

zones
 Database Options (MS Access, MS SQL, SQL Express, MySQL, 

Oracle)
 Real-Time Monitoring
 Optional Integrated Time & Attendance Module
 Optional Integrated Meal Management Module
 Unlimited Users (employees)
 Full Audit Trail
 Supports remote installations with data consolidation through 

secure log files sent via email
 Flexible Template Management & Enrollment
 Check for similar fingerprints during fingerprint registration
 Enroll up to 10 templates per user
 Send 1 to 10 templates per user to the applicable terminals
 Set individual fingerprint quality levels by user
 Transaction methods set by user and time of day

UNIS ACCESS CONTROL MANAGEMENT PLATFORM

4

Virdi 2018.indd   4 11/16/2018   11:45:32 AM


